
Product Featur es: Technical Data:

• HD Video Streaming and Recording

• Worldwide live streaming and push noti�cations 
via App

• Pre-Recording Mode (records 5s before motion detection) 

• Local record storage: Supports Micro-SD card up to 128 GB (not 
included)

• Online storage: Supports private FTP and NAS storage for event 
recording.

• Smart night vision: adjust  the intensity of camera's IR LEDs to 
compensate for the low-light and distance of an object. (up to 30m)

• Interoperability: support ONVIF speci�cations 

• Image sensor: 1/3” 3 Megapixel progressive CMOS
• Resolution: 2304 px × 1296 px
• Video: H.264 encoding 20 fps@3M (2304×1296) & 

25/30fps@2M (1920×1080)
• Lens: 2.8mm F2.0
• Angle of View: Horizontal 100�, Vertical 55�
• Digital Zoom: 16x
• Minimum Illumination : 0.1 Lux (Color), 0 Lux (B/W)
• Wireless Interface: Wi-Fi (IEEE802.11b/g/n), 

50 m (open �eld)
• IR LEDs: 24
• Power Input: DC12V (adaptor included)
• Operating Temperature: -10°C ~ +50°C
• Operating Humidity: Up to 95% non-condensing
• Ingress Protection: IP67
• Dimensions: 70 mm x 70 mm x 164.7 mm
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Product Featur es: Technical Data:

• Full HD Video Streaming and Recording

• Worldwide live streaming and push noti�cations via  App

•

• Local record storage: Supports Micro-SD card up to 128 GB (not 
included)

• Private cloud storage: Supports your individual FTP and NAS

• Smart night vision: adjust  the intensity of camera's IR LEDs to 
compensate for the low-light and distance of an object. (up to 30m)

• Supports Wi-Fi and Ethernect connectivity

• Interoperability: support ONVIF speci�cations 

• Image sensor: 1/3” 3 Megapixel progressive CMOS
• Resolution: 2304 px × 1296 px
• Video: H.264 encoding 20 fps@3M (2304×1296) & 

25/30fps@2M (1920×1080)
• Lens: 2.8mm F2.0
• Angle of View: Horizontal 100�, Vertical 55�
• Digital Zoom: 16x
• Minimum Illumination : 0.1 Lux (Color), 0 Lux (B/W)
• Wireless Interface: Wi-Fi (IEEE802.11b/g/n), 

50 m (open �eld)
• IR LEDs: 24
• Power Input: DC12V (adaptor included)
• Operating Temperature: -10°C ~ +50°C
• Operating Humidity: Up to 95% non-condensing
• Ingress Protection: IP67
• Dimensions: 70 mm x 70 mm x 164.7 mm
• Video stream encryption: TLS 


